


Specifications

PM810 PM810XL

Storage 256GB to 2TB Flash 256GB to 2TB Flash 256GB to 2TB Flash
NIST Compliance NIST compliant BIOS available

Display Resolution 1920 x 1200 1920 x 1080 1920 x 1080
Speaker Built-in speaker Built-in speaker Built-in speaker

Network Interface

WLAN Wi-Fi 802.11ac, 2.4GHz/ 5GHz dual band
1/0 Ports
USB Ports usB3.0x1, USB2.0x1,USB3.0x1, USB3.0x3,

USB Type C x 1 (data transmitting and charging) USB Type Cx 1 (data transmitting and charging) ~ USB Type C x 1 (data transmitting and charging)

Ethernet Port

Mechanical and Environmental

AC/DC Adapter Input: 100-240V AC; Output: 20V DC, 3.25A
Enclosure ABS + PC plastics and magnesium-aluminum alloy
2.86 Ibs/ 1.3 kg 3.51bs/ 1.6 kg 3.97 Ibs/ 1.8 kg
Hazard of
Electromagnetic Yes Yes N/A

Radiation to Ordnance
(HERO) Testing

Operation: -10°C to 60°C (-14°F to 140°F), optional -30°C to 60°C (-22°F to 140°F)

Temperature Storage: -55°C to 70°C (-67°F to 158°F)
Major Options
Barcode Scanner 2D scanner, reads 1D also

UHE RFID Read 865MHz — 928MHz, EPCglobal Class 1 Gen 2/ 865MHz — 928 MHz, EPCglobal Class 1 Gen 2/ N/A
eader ISO 18000-6C; 16 feet (4.87m) read distance ISO 18000-6C; 30 feet (9.14m) read distance

GNSS Module U-blox M8 GNSS module with concurrent reception of GPS and GLONASS; industry leading -167dBm navigation sensitivity

Dual pass through antennas integrated in the
Antenna docking cradle

* Specifications subject to change without notice.
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